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using the analytical test procedures con-
tained in Technical Notes on Drinking Water
Methods, EPA–600/R–94–173, October 1994,
which is available at NTIS, PB95–104766.
Method 6610 shall be followed in accordance
with the Standard Methods for the Examina-
tion of Water and Wastewater 18th Edition Sup-
plement, 1994, American Public Health Asso-
ciation. This incorporation by reference was
approved by the Director of the Federal Reg-
ister in accordance with 5 U.S.C. 552(a) and 1
CFR part 51. Copies may be obtained from
the American Public Health Association,
1015 Fifteenth Street NW, Washington, DC
20005. Copies may be inspected at EPA’s
Drinking Water Docket, 401 M Street, SW.,
Washington, DC 20460; or at the Office of the
Federal Register, 800 North Capitol Street,
NW., Suite 700, Washington, DC. A source for
EPA methods 505, 507, 508, 508.1, 515.2, 525.2
and 531.1 is referenced at § 141.24(e).

Contaminants Method

aldicarb .................................. 531.1, 6610.
aldicarb sulfone ..................... 531.1, 6610.
aldicarb sulfoxide ................... 531.1, 6610.
aldrin ...................................... 505, 508, 525.2, 508.1.
butachlor ................................ 507, 525.2.
carbaryl .................................. 531.1, 6610.
dicamba ................................. 515.2, 555, 515.1.
dieldrin ................................... 505, 508, 525.2, 508.1.
3-hydroxycarbofuran .............. 531.1, 6610.
methomyl ............................... 531.1, 6610.
metolachlor ............................ 507, 525.2, 508.1.
metribuzin .............................. 507, 525.2, 508.1.
propachlor .............................. 508, 525.2, 508.1.

(12) Systems shall monitor for sulfate, an
unregulated inorganic contaminant, by using
the methods listed at § 143.4(b).

[52 FR 25715, July 8, 1987; 53 FR 25110, July 1,
1988, as amended at 56 FR 3592, Jan. 30, 1991;
57 FR 31845, July 17, 1992; 59 FR 34323, July 1,
1994; 59 FR 62469, Dec. 5, 1994; 64 FR 1498, Jan.
8, 1999]

§ 141.41 Special monitoring for so-
dium.

(a) Suppliers of water for community
public water systems shall collect and
analyze one sample per plant at the
entry point of the distribution system
for the determination of sodium con-
centration levels; samples must be col-
lected and analyzed annually for sys-
tems utilizing surface water sources in
whole or in part, and at least every
three years for systems utilizing solely
ground water sources. The minimum
number of samples required to be taken
by the system shall be based on the
number of treatment plants used by
the system, except that multiple wells
drawing raw water from a single aqui-
fer may, with the State approval, be

considered one treatment plant for de-
termining the minimum number of
samples. The supplier of water may be
required by the State to collect and
analyze water samples for sodium more
frequently in locations where the so-
dium content is variable.

(b) The supplier of water shall report
to EPA and/or the State the results of
the analyses for sodium within the
first 10 days of the month following the
month in which the sample results
were received or within the first 10
days following the end of the required
monitoring period as stipulated by the
State, whichever of these is first. If
more than annual sampling is required
the supplier shall report the average
sodium concentration within 10 days of
the month following the month in
which the analytical results of the last
sample used for the annual average was
received. The supplier of water shall
not be required to report the results to
EPA where the State has adopted this
regulation and results are reported to
the State. The supplier shall report the
results to EPA where the State has not
adopted this regulation.

(c) The supplier of water shall notify
appropriate local and State public
health officials of the sodium levels by
written notice by direct mail within
three months. A copy of each notice re-
quired to be provided by this paragraph
shall be sent to EPA and/or the State
within 10 days of its issuance. The sup-
plier of water is not required to notify
appropriate local and State public
health officials of the sodium levels
where the State provides such notices
in lieu of the supplier.

(d) Analyses for sodium shall be con-
ducted as directed in § 141.23(k)(1).

[45 FR 57345, Aug. 27, 1980, as amended at 59
FR 62470, Dec. 5, 1994]

§ 141.42 Special monitoring for
corrosivity characteristics.

(a)–(c) [Reserved]
(d) Community water supply systems

shall identify whether the following
construction materials are present in
their distribution system and report to
the State:

Lead from piping, solder, caulking, interior
lining of distribution mains, alloys and
home plumbing.
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